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             INSTALLATION INSTRUCTIONS 

                       For 

          S-1460K4 (Custom – ABS Interference) 
  

                              PARTS NEEDED                    

                      41-230             SAFE T PLUS Unit (Blue)      

                      S-1460K4        Mounting Hardware Kit consists of:  

                                                                     55-217.5         Tie Rod Bracket 

  

                                                                     12-38-2000K   3/8 X 2" U-Bolt Kit    

                                                                     16-175             ¾” X 1” X 1” Spacer       

                                                                     10-8-400-10         ¾” X 4” Bolt 

                                                                     10-8-300-10          ¾” X 3” Bolt           

   

                                                                         

                                            

  

                                  

Thoroughly clean the section to tie rod before attaching bracket.  

  

Step 1.  On the Passenger Side, locate pre-existing hole of the frame to the rear of the 

shock on the brace bracket.  This will be our location to drill a single mount hole.  

  

Step 2.   Proceed to drill a ¾” hole into existing hole.  If no hole exists, drill a ¼” pilot hole 

first, then drill out ¾” installation hole. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Step 3.   Take your 4” x ¾” bolt with ¾” flat washer and slide bolt into hole that was  

  just drilled.      

 

 

Step 4.   Take your 1” spacer onto bolt then slide Large End of Safe T Plus unit onto bolt.  
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Take another ¾” flat washer and ¾” locking nut and start it onto the ¾” bolt. 

Tighten the ¾” lock nut down to 80 – 90 foot pounds of torque.  The Safe T Plus 

unit should be securely mounted to the drilled hole location. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Step 5.     Next, take your 55-217.5 tie rod bracket and assemble to tie rod with bracket on top                                   

edge of ¾” mounting hole, facing in a vertical position towards the rear of                           

vehicle (see below). 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Step 6.  

1” Spacer 
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 IMPORTANT  

Rotate the 55-217.5 tie rod bracket in a vertical position on the tie rod. It will be       

very compact underneath.  The key is to position the 55-217.5 tie rod bracket to 

allow the Safe T Plus 41-230 unit total clearance from contact with any other 

components.  Then, tighten U-Bolt to tie rod to 20 foot pounds of torque.  

 

(Note: Over-tightening the U-bolts will cause the 55-217.5 bracket to start 

bending – if this occurs, please contact the Safe T Plus factory.  Over-tightening 

the U-bolts could cause the U-bolts to start slipping on the tie rod). 

 

Step 7. Tighten the Small End of the Safe T Plus to the 55-217.5 tie rod bracket using the 

3/4” bolt, washer and nut. Tighten the ¾” bolt and nut to 80-90 foot pounds of 

torque. 
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Step  8. Once Safe T Plus is tightened down to the frame and tie rod bracket, a full turn 

rotation turn test is required.  Make a full right and left-hand turn, verify that the 

Safe T Plus 41-230 unit is not touching or making contact with any other 

components underneath.  If Safe T Plus touches or makes contact with another 

component, rotate the 55-217.5 tie rod bracket slightly in the proper direction to 

get full clearance.  If Safe T Plus is still touching or contacting components, 

please call our technical support (800) 872-7233 for further assistance.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Step  9. ROAD TEST & ADJUSTMENT PROCEDURES: See attached documents. 

    

   After your first road trip with Safe T Plus Steering Control installed, please let us 

know how Safe T Plus performed. We enjoy hearing from our clients. You may 

contact us at support@safe-t-plus.com or (800) 872-7233.  

mailto:support@safe-t-plus.com

